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ProductName

7z B 47 S-675ALL

Polyester TPU-S-600 Series/ EE§ZITPU- S-600% %1

Used for injection molding
A TR R

Excellent molding property
BRI

Applications/ K

Typical application :blending modification. Plastic bags
WA RS B

Physical Properties Test Standard Unit Typical Value*
BRI T AR LA FEIE
Density

5 ASTM D792 g/cm3 1.21+0.02
Shore Hardness Shore A

1Y PG ASTM D2240 Shore D TTA£3A
Tensile Strength

EORL L ASTM D412 Kgficm? 130
Elongation at Break

Bk ASTM D412 % 600
100% Tensile Strength

FANEEE @100% K ASTM D412 Kgf/cm? 30

300% Tensile Strength

o @300 % e K- ASTM D412 Kgf/cm? 50

Tear Strength

L Br ASTM D624 Kgficm 50

Molding Conditions %%

Drying Temperature

TR LS

Drying

i Drying Time

T TR 2.4hrs
Processing Temperature
R 165-190 °C

Processing

R Processing Mold Injection Molding
AW 75 2 IR

* Typical values, should not equal to the true values, different processing and test conditions will result in the difference values, please confirm all results by own tests.
SPIME, AR T SHE, AN AR & A 2 S ECR R AR, 5% B K BLEEAT R

Note: Additional information (Storage, Drying, processing, Coloring, Post Treatment, Recycling, etc.), please contact our sales representative or technical service representative.
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